## MIIITTTATYY * |FASTIEN:IRS

## P/N AN121504

Military-Fasteners.com

## Description

Thread Size: 3/8", Nut Height: 3/8", Head Width: 1/2", AN1215 series nut

* Manufacturer certifications are shipped with your order FREE of charge


[^0]
## P/N AN121504 Specifications

| Thread Class: | 3b |
| :---: | :---: |
| Thread Direction: | Right-hand |
| Nut Style: | Hexagon |
| Nut Height: | 0.318 Inches Minimum And 0.338 Inches Maximum |
| Width Across Flats: | 0.553 Inches Minimum And 0.564 Inches Maximum |
| Thread Series: | Unf |
| Thread Quantity Per Inch: | 24 |
| Hardness Rating: | 19.0 Rockwell C Minimum And 26.0 Rockwell C Maximum |
| Nominal Thread Size: | 0.375 Inches |
| Countersink Angle: | 85.0 Degrees Minimum Nut And 95.0 Degrees Maximum Nut |
| Bearing Surface Type: | Washer Faced |
| Bearing Surface Finish: | 63.0 Microinches |
| Material: | Steel Comp 8740 Overall |
| Material Document And Classification: | Ams 6322 Assn Std Single Material Response Overall |
| Surface Treatment: | Cadmium Overall |
| Surface Treatment Document And Classification: | Ams 2400 Assn Std Single Treatment Response Overall |

## How to Order

Order this plain hexagon nut from our inventory online by visiting https://military-fasteners.com/nuts/plain+hexagon+nuts/AN121504 and selecting the quantity you want then click "add to cart". Once items are in your cart you can check outhere to complete your order.


[^0]:    * See page 2 for technical characteristics

