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P/N BACW10EG6J

Description
Hole Diameter: 13/64", Diameter: 25/64", Thickness: 1/16"

* Manufacturer certifications are shipped with your order FREE of charge

Order this part online

Additional Information

SKU / Model: BACW10EG6J
Minimum Qty (MOQ): 145 EA
NSN: 5310-01-562-3428
Schedule B: 7616.10.9090
ECCN: EAR99
National Motor Freight: 194130, Washers / Gaskets / Maint I / C Eng

* See page 2 for technical characteristics

https://military-fasteners.com
https://military-fasteners.com/washers/finishing+washers/BACW10EG6J


P/N BACW10EG6J Specifications

Cross-sectional Shape Style: Rectangular
Hole Diameter: 0.201 Inches Minimum And 0.205 Inches Maximum
Peripheral Shape Style: Round
Center Hole Shape Style: 1 Round
Thickness: 0.057 Inches Minimum And 0.069 Inches Maximum
Overall Diameter: 0.377 Inches Minimum And 0.397 Inches Maximum
End Item Identification: 1520-01-457-5179 Helicopter,cargo-transport,ch-47f
Inside Left Corner Chamfer Angle: 40.0 Degrees Minimum And 50.0 Degrees Maximum
Part Name Assigned By Controlling Agency: Washer,countersunk,aluminum Alloy
Special Features: Finish: Anodized
Material: Aluminum Alloy 7075 Overall

How to Order
Order this washer from our inventory online by visiting https://military-fasteners.com/washers/finishing+washers/BACW10EG6J and selecting the quantity you want
then click "add to cart". Once items are in your cart you can check out here to complete your order.
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