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P/N CD-6

Description
tube size: 3/8", thread: 9/16-18, threaded plastic cap for flared fittings

* Manufacturer certifications are shipped with your order FREE of charge

Order this part online

Additional Information

SKU / Model: CD6
Minimum Qty (MOQ): 50
NSN: 5340-00-664-0671
Schedule B: 3926.90.4500
ECCN: EAR99
National Motor Freight: 095190, Hardware, Noi

* See page 2 for technical characteristics

https://military-fasteners.com
https://military-fasteners.com/caplugs/protective+dust+and+moisture+caps/CD-6


P/N CD-6 Specifications

Thread Class: 1b
Overall Diameter: 0.625 Inches Nominal

End Item Identification:
W/s:engine, Aircraft Tf33-pw-102 (c-135e, Ec-135h/k/p); Trident Hull Structure; Aircraft, C-2a (reprocured); Aircraft, Sof (ac-130h, Mc-130h, Ec-
130e, Hc-130); Engine, Aircraft, Tf-33-p-7 (c-141a/b); Engine, Aircraft, Tf39-ge-1 (c-5a); Submarine Auxillary And Miscellaneous Systems; 
Helicopter Landing System, Lamps Mk Iii; Missile, Tomahawk; Engine, Aircraft, F100-pw-100 (f-15a/b/c/d)

Design Type: Threaded
Inside Diameter Length: 0.500 Inches Nominal
Round Cap Outside Surface 
Condition: Knurled

Material: Plastic
Thread Size And 
Series/type Designator: 9/16-18 Unf

How to Order
Order this protective dust and moisture cap from our inventory online by visiting https://military-fasteners.com/caplugs/protective+dust+and+moisture+caps/CD-6
and selecting the quantity you want then click "add to cart". Once items are in your cart you can check out here to complete your order.
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