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P/N NAS1070-616

Description
Hole Diameter: 3/8", Diameter: 3/4", Thickness: 1/8

* Manufacturer certifications are shipped with your order FREE of charge

Order this part online

Additional Information

SKU / Model: NAS1070616
Minimum Qty (MOQ): 100
NSN: 5310-00-616-3647
ECCN: EAR99
National Motor Freight: 194160, Washer Or Gaskets, Iron Or Steel,

* See page 2 for technical characteristics

https://military-fasteners.com
https://military-fasteners.com/washers/flat+washers/NAS1070-616


P/N NAS1070-616 Specifications

Cross-sectional Shape Style: Rectangular
Hole Diameter: 0.427 Inches Minimum And 0.447 Inches Maximum
Peripheral Shape Style: Round
Center Hole Shape Style: 1 Round
Center Hole Shape Style: Round
Thickness: 0.063 Inches Nominal
Overall Diameter: 0.812 Inches Nominal

End Item Identification: Aircraft, Viking S-3b;aircraft, (ac-130h, Mc-130h, Ec-130e, Hc-130);aircraft, Galaxy C-5;helicopter, Iroquois Uh-1;helicopter, 
Cobra/attack, Ah-1j;aircraft, Starlifter C-141;aircraft, Prowler Ea-6b;aircraft, Hercules C-130;support Equip, C-17a Aircraft

Material: Steel Comp 1020 Overall Or Steel Overall
Material Document And Classification: Mil-s-7952 Mil Spec 1st Material Response Overall And Qq-s-636 Cond 1 Or 2,canceled Fed Spec 2nd Material Response Overall
Surface Treatment: Cadmium Overall
Specification/standard Data: 80205-nas1070 Professional/industrial Association Standard

How to Order
Order this flat washer from our inventory online by visiting https://military-fasteners.com/washers/flat+washers/NAS1070-616 and selecting the quantity you want 
then click "add to cart". Once items are in your cart you can check out here to complete your order.
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